
FOIA_07123_0005789_0001 



SPECIFICATIONS 

Frequency 

• 200kHz (standard) 

• 210, 40 & 33 kHz (optional) 

Output Power 

• 600Watts 

Power Requirement 

• 11-28 \/DC (standard) 

• 1101220V.AC(optional) 

Ports 

· 2 (RS232 orRS422) 

FEATURES 

• 8.5" /216mmThermaiPrintep~r) 

• LCD Display (1" high) 

• Sealed Keypad Controls 

• Manual /Remote Mark Command 

• Auto Scale Olange (phasing) 

• GPSinput 

• Heave Input from Motion Sensor 

• Annotation Printed on Olart 

• Auto Pulse Length, AGe & lVG 

• Output: NMEA, EO-IOTRAC, 

DESO 25, etc. 

• Waterproof 

• Lightweight (24.81bs./11.25 kg.) 

• Small Size (14.5h x 16.5w x B.Od inches) 

(36.83h x 41.91w x 20.32d em) 

• Accuracy: 200 kHz-1cm±0.1% of depth 

value (corrected for sound velocity) 

33 kHz-10cm±0.1% of depth 

value (corrected for sound velocity) 

• Resolution: 0.1 ft./.01 meters 

• Fix Mark Print Date, Time, Fix No., 

Depth (and GPS position if input) 

• Optional200 kHz SideScan Transducer 

• Optional Built-in DGPS Beacon 

ReceiverlncludingCombinedAntenna 

• Optional Left-Right Indicator 

• Flash Memory Upgrade 

• Built-in Simulator 

CONTROLS 

• Sensitivity 

• Olart On/Off & Advance 

• Event Mark (internal selectable timer) 

• Transmit Power (6001160135 watts) 

TOUCH PAD SETTINGS 

• Draft, Velocity & Tide Inputs 

• Time&Date 

• Scale Width & Center 

• Blanking 

• Calibration Gate 

• Alarm Filter 

• Fix Interval 

• Olart Speed 

• HELP Function (prints on chart) 

• Current Parameters (prints on chart) 

• 

DGPS ANTENNA 
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SIDE SCAN TRANSDUCER 
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200KHZ TRANSDUCER 
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HYDROGRAPHIC SYSTEMS 

8178 GSRI Avenue Building B 

Baton Rouge, Louisiana 70820-7405 USA 

E-mail: email@odomhydrographic.com 

http://www.odomhydrographic.com 
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